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[/ONCIAT.| NACMOPT U3AENUSI

12 V 130Ah (C,,)

TEXHUYECKUE XAPAKTEPUCTUKU

ONMUHA 345 MM 13.6 inch

LUMPUHA 175 MM | 6.9inch W
DEEP'CYCLE

BbICOTA 285/MM | 11.2inch | - SRDZOPD
'BEC 332tKF | 73.21bs

CIHEITNOUKAITUSL: Kopnyc: nonunponmiren

Ty KpBIIIKK: IIOCKas

Twun repMuHana: aBTOMOOWIBHBIIN
Pyuku i mepeHOCKM

Huknst Ha 75%: He 607ee 400

PVES: ue 60omee 800 ukIoB

HomunanbHoe HanpsbkeHnue: 12 B
Emkocts: 130Au (mpu 20-25C)

Cemapatop: NOTUITWIEH U CTEKIOBOTOKHO
INMeKTPONNT: cepHasE KUCTOTa

Cranpgaprbl: IEC 60254; IEC 61427

Paspsan akkymynaropa npu + 25°C

CxopocThb paspsaga C; (5 h) C, (20 h) C100 (100 h) Capacity at 25 A

Konen paspsapa 7 10.20V 10.50 V 10.80 V 10.50 V
Emkoctpb paspaga 105 Ah 130 Ah 125 Ah 220 min / 92 Ah
1 TemmnepaTypHas KOppeKIis
Temmneparypa 40 °C
Koo puuuent 1.09
Ycnosusa 3apapa
Ipoduns: WaWo0 u IUIa dakTop: 1.10 - 1.20

WaWO0 - (double slope taper) characteristics for flooded batteries) Charging times with WaWO0-characteristics in hours
with pneumetic electrolyte mixing Standard charge
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Charging time (h)
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Current

4 A/100 Ah

Main charge time Final charging 104 106 108 110 112 114 116 118 120 122

Charging factor
IUla —characteristics for flooded batteries Charging times with IUla-characteristics in hours

with pheumetic electrolyte mixing Standard charge

Voltage 14 A /100 Ah
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14-20 A/100 Ah

20 A /100 Ah

14 A/ 100 Ah

20 A /100 Ah

14 A /100 Ah

Charging time (h)
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Current 20 A /100 Ah

Main charge time Final charging 108 110 112 114 116

Charging factor

[[apaHTUIHLIN TanoH

[lara npopaxu Toeapa,

Toprosas opraHu3aums, Ten.:

Moanuce npoaaeua (M.IN.),

B cnyuae pemoHTa Heobx0nuMOo 0BPaTHTLCR K BaweMy NPoAaByy.
BO3MONMBI OTNIMNILA B KOHCTPYKUMK OBOPYAOBAMUA, KOTOPLIE HE OTOBPAKEHD! B
nacnopre.

Konuposanme AaHHOMO AOKYMEHTA PA3PELLIEHO NPK NPAMOM CCHLINKE HA NEPBOUCTONHNK:
invertory.ru





 




 

