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[[IONJAT.| NACNOPT USAENUS

6 V 220 Ah (C,)

TEXHUYECKUE XAPAKTEPUCTUKHU
US Units
ANUHA 244 MM 9,61 inch

LUUPUHA 190 MM 7,48 inch

BbICOTA 274 MM | 10,79 inch
'BEC , 29,40 KI | 64,82 Ibs

CIHEITNOUKAITUSL: HomunanbHoe HanpspkeHne: 6B Kopmnyc: nomunponnnex
EmkocTs: 240Au (mpu 20-25C) Tun KphINIKN: ITIOCKast
TexHonmorMIA: CyppMa Ty TepMuHana: KOHWIeCKIA
CenapaTop: NOMMSTIWIEH Pyuxu g1 mepeHOCKM
INeKTPOINT: cepHasA KICIOTa IIuxne1 Ha 75%: He 60mee 1000
Cranpgaprbr: IEC 60254; IEC 61427 PVES: ue 60omee 2000 uukioB

Paspsan akkymynaropa npu + 25°C
CkopocTb paspapga C,0 (20 h) C00 (100 h) Capacity at 25 A
Komnern paspsapga 525V ‘ 540V ‘ 5,25V
Emkoctpb paspaga 240 Ah 250 Ah 500 min / 208 Ah
TemmnepaTypHas KOppeKIis

Temmepartypa -10 °C 0°C 10 °C 15°C 20 °C 30°C 40 °C
Koa¢ppunuenr 0.83 0.87 0.92 0.94 0.97 1.03 1.09

Ycnosusa 3apapa
Ipodmns: WaWo0 u IUIa daxTop: 1.10 - 1.20

WaWO0 - (double slope taper) characteristics for flooded batteries) Charging times with WaWO0-characteristics in hours
with pneumetic electrolyte mixing Standard charge

-4 20-30 A/100 Ah 20 A /100 Ah

30 A /100 Ah

20 A /100 Ah

30 A /100 Ah

8 A/100 Ah

20 A /100 Ah
30 A /100 Ah

Charging time (h)

Current

4 A/100 Ah

Main charge time Final charging 02 104 106 108 110 112 114 116 118 120 122
Charging factor
IUla —characteristics for flooded batteries Charging times with IUla-characteristics in hours

with pheumetic electrolyte mixing Standard charge

| Voltage 14 A /100 Ah

20 A /100 Ah

14 A/ 100 Ah

20 A /100 Ah

Charging time (h)
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14 A /100 Ah

Current 20 A /100 Ah

5 A/100 Ah

Main charge time Final charging 190 112 114

Charging factor

[[apaHTUIHLIN TanoH

[lara npopaxu Toeapa,

Toprosas opraHu3aums, Ten.:

Moanuce npoaaeua (M.IN.),

B cnyuae pemoHTa Heobx0ouMo oBPaTUTLEA K BawweMy NPOAAaBYY.
BO3MONMBI OTNIMNILA B KOHCTPYKUMK OBOPYAOBAMUA, KOTOPLIE HE OTOBPAKEHD! B
nacnopre.

Konuposanme AaHHOMO AOKYMEHTA PA3PELLIEHO NPK NPAMOM CCHLINKE HA NEPBOUCTONHNK:
invertory.ru





 




 

